
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
      

Overall 
Size 

Number 
of Steps 

Steel 
Model 

Weight 
(Pounds) 

Stainless 
Steel Model 

Weight 
(Pounds) 

Aluminum 
Model 

Weight 
(Pounds) 

24” x 24” 2 ASP-24 25 ASP-24-SS 28 ASP-24-A 19 
36” x 24” 2 ASP-36 33 ASP-36-SS 36 ASP-36-A 23 
48” x 24” 2 ASP-48 38 ASP-48-SS 42 ASP-48-A 25 
60” x 24” 2 ASP-60 44 ASP-60-SS 48 ASP-60-A 28 
72” x 24” 2 ASP-72 47 ASP-72-SS 52 ASP-72-A 30 
24” x 36” 3 ASP-24-3 40 ASP-24-3-SS 44 ASP-24-3-A 26 
36” x 36” 3 ASP-36-3 51 ASP-36-3-SS 56 ASP-36-3-A 32 
48” x 36” 3 ASP-48-3 62 ASP-48-3-SS 68 ASP-48-3-A 37 

 
      Standard Features: 

• Individual step depth is 12” 
• Step rise is fixed at 7”  
• First step is adjustable from 4-1/4” to 8-3/4” 
• Second step is adjustable from 11-1/4” to 15-3/4” 
• Third step (on 3 step models) is adjustable from 18-1/4” to 22-3/4” 
• Serrated surface ensures safe footing 
• Legs adjust independently by screwing them in to or out of the leg base 
• Capacity is 500 pounds 
• Welded steel construction 
• Steel units are powder coated safety yellow 

 
Standard Portability Options: 

 
 
 
 
 
 
 
   Model: ASP-PORT     Model: ASP-PORT-HT 
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