
NEW!

Standard Features:
•  Automatic strobe of three LEDs.
•  Robust polycarbonate outer construction.
•  Long-lasting or momentary attachment.
•  Bright amber color for added awareness.
•  Simple installation for immediate use.
•  Gasket for water seal protection and hardware included.

FORK TRUCK LED DC STROBE BEACON

MODEL NUMBER
OVERALL SIZE

(W x L x H)
MOUNT
STYLE VOLTAGE

DOME
COLOR WEIGHT (LB)

LT-M-RD4-FSL-AM 4½" x 4½" x 4" Magnetic 12V - 36V DC Amber 1
LT-M-RD4-FSL-BL 4½" x 4½" x 4" Magnetic 12V - 36V DC Blue 1
LT-M-RD4-FSL-CL 4½" x 4½" x 4" Magnetic 12V - 36V DC Clear 1
LT-M-RD4-FSL-GN 4½" x 4½" x 4" Magnetic 12V - 36V DC Green 1
LT-M-RD4-FSL-RD 4½" x 4½" x 4" Magnetic 12V - 36V DC Red 1

LT-RD4-FSL-AM 4½" x 4½" x 3¾" Permanent 12V - 36V DC Amber 1
LT-RD4-FSL-BL 4½" x 4½" x 3¾" Permanent 12V - 36V DC Blue 1
LT-RD4-FSL-CL 4½" x 4½" x 3¾" Permanent 12V - 36V DC Clear 1
LT-RD4-FSL-GN 4½" x 4½" x 3¾" Permanent 12V - 36V DC Green 1
LT-RD4-FSL-RD 4½" x 4½" x 3¾" Permanent 12V - 36V DC Red 1

Standard Features:
•  Patented 'light pipe' design.
•  Rugged polycarbonate construction.
•  Watertight; unit will operate in all types of weather.
•  Availabe in permanent or magnetic mounts.
•  Domes available in five different colors.
•  Made in USA of U.S. & foreign components.

Model: LT-RC5-FSL-AM

FORK TRUCK SAFETY & WARNING LIGHT

MODEL NUMBER
OVERALL SIZE

(W x L x H) VOLTAGE DESCRIPTION
WEIGHT

(LB)

LT-RC5-FSL-AM 2½" x 4" x 5¼" 10V - 110V DC Round Flashing Amber Light 1

NEW!

Model: LT-M-RD4-FSL-AM


