
MODEL
NUMBER

VOLUME
CUBIC YARDS

UNIFORM
CAPACITY (LBS)

OVERALL SIZE
(W x L x H)

WEIGHT
(LBS)

H-100-LD-BD 1 2,000 51”W x 62”L x 28⅛” 385
H-100-MD-BD 1 4,000 51”W x 62”L x 28⅛” 403
H-100-HD-BD 1 6,000 51”W x 62”L x 28⅛” 422
H-150-LD-BD 1½ 2,000 51”W x 67”L x 3811/16” 392
H-150-MD-BD 1½ 4,000 51”W x 67”L x 3811/16” 457
H-150-HD-BD 1½ 6,000 51”W x 67”L x 3811/16” 496

Standard Features:
•  Low profile design.
•  90 degree dump angle.
•  Capped fork pockets.
•  Usable fork pocket dims:
	 - 7”W x 2”H/ 215/8” centers.
•  Cushioned rubber bump stop.
•  Pull cable to operate from the fork
    truck seat is also included.
•  Hopper must be attached to the fork
    truck when dumping.
•  Tough baked-in powder-coated finish.
•  Durable steel construction.

H-STYLE LOW PROFILE
BUMP & DUMP HOPPERS

NEW!

Model: H-100-HD-BD

VIBRANT POWDER COAT OPTIONS AVAILABLE!

Model: H-150-HD-BD

Release
Bumper


