
MODEL
NUMBER

OVERALL SIZE
W x L x H HEIGHT

GUARD
LENGTH

OUTSIDE
DIAMETER

WEIGHT
(LB.)

REMOVABLE MACHINERY & RACK GUARDS

HPRO-R-36-24-2 5” x 395/16” x 243/16” 243/16” 36” 111/16” 25
HPRO-R-36-36-2 5” x 395/16” x 363/16” 363/16” 36” 111/16” 28
HPRO-R-48-24-2 5” x 515/16” x 243/16” 243/16” 48” 111/16” 27
HPRO-R-48-36-2 5” x 515/16” x 363/16” 363/16” 48” 111/16” 30
REMOVABLE SAFETY BOLLARDS

BOL-R-24-2 5” x 5” x 233/16” 233/16” -- 111/16” 11
BOL-R-36-2 5” x 5” x 3513/16” 3513/16” -- 111/16” 13
BOL-R-42-2 5” x 5” x 4213/16” 4213/16” -- 111/16” 15
BOL-R-48-2 5” x 5” x 4713/16” 4713/16” -- 111/16” 17

Standard Features:
•  The guards and bollards are detachable from single socket base plate.
•  5”W x 5”L x ¼”H base plate.
•  Base plate includes four (4) pre-drilled Ø⅜”mounting holes.
•  Base plate has a galvanized finish.
•  Black and yellow safety stripes for added visibility. 
•  Mounting hardware not included and packs are available separately.
•  The guards and bollards are constructed of schedule 10 steel pipe
    with a yellow powder coated finish.

The steel socket base plate allows guards and bollards to be 
removed for quick and easy personnel or vehicle access.
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